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20" MIN. LENGTH CMP OR HDPE PIPE

_ CONCRETE COLLAR
SEE DETAIL ON
DRAWING NO. 410

¢
iﬁégz @Lé;“
PLAN
.
D+Y+2"

J@g i
Q8 SD

WHEN D< 24" y=2"
1.25 WHEN D> 24" Y=1"

SECTION

NOTES:

.ROCK SLOPE PROTECTION SHALL BE CLASS LIGHT
METHOD B PER SECTION 72 OF STATE STANDARD
SPECIFICATIONS. VELOCITIES IN EXCESS OF 10 FPS
EHé&hEEEQUIHE HYDRAULIC DESIGN BY A LICENSED

. ANY DISCHARGE INTO WATER AGENCY CHANNEL
WILL REQUIRE PERMITS FROM THE WATER
AGENCY.

.CORRUGATED METAL PIPE SHALL BE
BITUMINOUS DIPPED AND INSTALLED ACCORDING
TO SECTION 66 OF CALTRANS SPECIFICATIONS.

.SEE SECTION 64 OF THE CALTRANS
SPECIFICATIONS FOR HDPE PIPE REQUIREMENTS.

UNLESS OTHERWISE SHOWN ON PLANS
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LOOSE ROCK COLLAR
WITH 4" EARTH COVERING
TO FILL VOIDS

///CONCRETE COLLAR

CMP OR HDPE PIPE
SEE NOTES 3 AND 4
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